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OU can build this efficient ball-bearing 
bandsaw easily from standard iron- 

pipe fittings, two discarded model-T Ford 
front wheels, a single piston from the same 
car, and a few other pieces of scrap ma- 
terials. The frame is assembled from 2-in. 
pipe fittings as in Fig. 1. First drill and 
tap the tees and the single elbow for 1/4 by 
1-in. set screws, placing these as in Fig. 8 
to prevent the parts of the frame from 
shifting out of line. Screw the parts to- 
gether tightly, line up the upper arm with 
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birch plywood, each 12% ;- ?r, and 
the center is bored out to nr " ~ e r  the 
wheel hub as in Figs. 6 and 8. Remove the 
hubs from the spindles and bolt the disks 

Now bolt the lower spindle to the frame 
as in Fig. 8. Make sure that the spindle is 
square with the frame both ways so that 
the wheel will run true. This will likely 
require some filing on both the spindle and 
the frame. Then fit the upper slide as in 
Fig. 8, from which you will see that a sin- 

the lower cross member, and then tighten gle bolt passes through the slide bar with 
the set screws. a nut on each side; a set screw is tapped 

Next, you remove the spokes from the through the tee from the opposite side and 

hubs of the two model-T Ford front wheels. bears against the lower end of the slide 

Drive the outer flange up to the inner bar. Polish the bar so that the slide -will 

flange on both hubs, then with a hacksaw move freely UP and down. Fig. 3 dimen- 

cut the spindle-bolt housings as shown by sions the two parts of the slide which car- 
the dotted lines in Fig. 4. The exact size ries the upper wheel when assembled as 
of the remaining portion of the housings is in Figs. 5 and 8. Flat iron % in. thick is 
not important as filing will be necessary in used for both pieces. Bend the slide over 
fitting the spindles to the frame and the a piece of % by 2-in. iron to get the proper 
upper slide. Two disks are cut from 1-in. size and fit. Smooth the corners with a file 
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